
PROPERTIES:
   • Appearance:		   		  Bright Red
   • Viscosity:		    		  4.000 cps
   • Shelf Life:				    24 months
   • Wt. per gallon:		    	 8.6 lbs. 
   • Freeze/Thaw Stable:			  No
   • Flammable:				    No

APPLICATIONS:
   • Barrier against all plastisol, UV and solvent-based inks
   • Blemish touchups
   • Low and high mesh counts

STANDARD SIZES:
• 1 quart, 1 gallon

PERFORMANCE PROPERTIES:
   • Solvent-enhanced, quick dry times
   • Non-flammable
   • Brilliant, transparent color
   • High durability for long print runs
   • Solvent resistant
   • Water-soluble
   • Non-staining
   • High flexibility to handle low mesh tensions and high 
     squeegee pressure 
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FOR TECHNICAL SERVICE
   CALL TOLL FREE 1-800-328-4261

   (OUTSIDE NORTH AMERICA CALL +1-218-628-2217)

   EMAIL: help@chromaline.com

INSTRUCTIONS:
After developing, thoroughly dry the stencil. Use Blockout Red 
421 quart squeeze bottle to dispense Blockout easily. Spread 
Blockout Red 421 into open stencil area using a card applica-
tor or small squeegee. Blockout Red 421 can be diluted; added 
water will slow drying time. Dry stencil completely for maximum 
durability. Blockout Red 421 can be removed with warm water 
or Image Mate Reclaimer 660.
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